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August 16, 2002 #02-15

Mr. Mike Gallo
Manager, Regulatory Engineering
Dresser Wayne, Dresser Inc.
Corridor Park 1
3814 Jarrett Way
Austin, Texas 78728

Dear Mr. Gallo:

Thank you for your recent letter requesting California Air Resources Board (CARB)
approval of a newly designed “Ovation” series multi-product fuel dispenser equipped
with “balance style” vapor return piping.  The Ovation series chassis is based upon the
currently certified “Vista Series” chassis with exception to the modified upper outlet
casting section.  Figure 1 provides an illustration of the Ovation.  In addition to your
letter, you provided three agency approval letters, engineering drawings, and test data.

For vapor return piping located within a balance system dispenser, the July 25, 2001,
Certification Procedure for Vapor Recovery Systems (CP-201) allows a maximum
dynamic pressure drop of 0.08 inches of water column at 60 cubic feet per hour (CFH).
Although this standard does not become effective until April 1, 2003, a balance style
Ovation series chassis was provided by Wayne and subjected to pressure drop testing
to evaluate its compliance with this future standard.  The average back pressure at 60
CFH was measured at less than 0.08 inches of water column, which is the allowable
limit.  The compatibility of the dispenser with numerous nozzles was also evaluated by
comparing the leak rate of the nozzle when inserted and when removed from the
dispenser.  In addition, CARB staff has reviewed engineering drawings and test data
submitted by Wayne.

Based on testing conducted by CARB and information provided by Wayne, we find the
use of the Ovation Series fuel dispenser, when installed in accordance with the
manufacturer’s recommended instructions, will not adversely affect the vapor recovery
systems on which they are installed.  Therefore, the piping configuration of the Wayne
Ovation Series fuel dispenser is approved for use with the currently certified (pre-EVR)
balance vapor recovery systems.

In addition to the pressure drop standard, the July 25, 2001 CP-201 requires all
dispensers to comply with the “unihose MPD configuration”.  This standard limits the
number of gasoline hoses/nozzles to one per dispenser side.  Although this standard
does not become effective until April 1, 2003, this letter grants approval only to those
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Figure 1: Wayne Ovation Series Dispenser
Configured with One Diesel and One Gasoline

Nozzle Per Side.  Configurations w/Two Gasoline
Nozzles Per Side Are Not CARB Approved


